
Our bird spike is a non-intrusive system that

can be installed without causing damage to

the building. It can be removed after the

problem has been resolved. Bird spikes are

one of the industry standard methods of

protecting buildings against birds. The

RSPB (Royal Society for the Protection of

Birds) and the RSPCA prefer physical

proofing methods from a conservationist

because they are a means of dealing with a

bird problem perspective without killing or

injuring the birds.

The spikes are designed for use in the bird

proofing industry, and are used for deterring

gulls, pigeons and similar sized birds. 

The 3mm thick product base is made from

high quality ultra violet (UV) stabilised clear

polycarbonate and are fitted with a series of

angled stainless steel 304 grade wires.

The length of each strip is approximately

337mm. The length of each wire is 122mm

and has a diameter of approximately 1.42mm.  

Bird Spike System

A Harmless Solution

Material Specification



A modification of the regular
bird spikes is available for
guttering. The main benefit of
this system is that it allows
the free flowing of rainwater
along the gutter system
without clogging it up with 
leaf or litter debris. 

Spike are versatile and a cost
effective way of providing a
good level of protection.
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Installation Gutter Protection

Along the base are nine star

shaped holes. When the

spikes are pressed onto a

ledge the adhesive oozes

through the holes forming star

shaped rivets that lock the

spikes firmly in place. 

For cornices, parapets and

other large ledges it may be

necessary to fit two or more

rows of bird spikes.

The D8 pigeon spike will

protect a ledge up to 200mm

deep against pigeons and

similar sized birds. The spikes

are available in different

widths to suit deeper and

shallower ledges. D4 spikes

will protect a ledge up to

100mm deep, and D12 up to

300mm deep. Larger spikes

are used for gulls.

The spikes can be snapped in

to sections for smaller areas.


